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Silgan White Cap 6 R 17

Silgan White Cap 6 R 17 is a simple universal
hopper for small to medium line speeds.

The manually adjustable drive is easily
adjusted to the respective line speeds.
The hopper is particularly ideal for fast,
easy change-over. Different cap sizes
can be processed in next-to-no time
by simply changing the inserts.
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Cap Feeder Silgan White Cap 6 R 17

� Electrical requirements Drive motor
0.25 kW
230 / 400 V
50 Hz

� Weight 136 kg
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Equipment & Service: Cap Feeder

Silgan White Cap
Magnetic Elevator, Type MF

Silgan White Cap has been producing magnet
elevators in series production since 1978.
These cap feed systems are ideal for line
speeds of up to 800 caps per minute.
500 machines of this kind are in use all over
the world.

The fundamental concept of this standard
elevator serves as the basis for the new
Magnetic Elevator, Type MF, with the
addition of the following essential
improvements:

� Line speed increased to 1500 caps per
minute for cap diameters of 27 to 53mm

� Drive consisting of flange motor at the base
of the elevator

� Frequency control for line speed adjustment

� Noise reduction

� Reduced workload on changing over to
another cap type
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Silgan White Cap
Magnetic Elevator, Type MF

� Hopper contents for cap ¯ / hopper type:
I II III

38mm 9,000 30,000 44,000
53mm 7,000 25,000 35,000
66mm 5,000 18,000 24,000
82mm 3,000 10,000 14,000

� Electrical requirements 400 V
50 Hz
1.0 kW

� Compressed air 6 bar min.
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Equipment & Service: Cap Feeder

Silgan White Cap
Cap Feeder, Type CSE

. . . is the top rate cap feed and sorting system
for Silgan White Cap metal closures.

The unit consists of hopper, feed conveyor,
sorting device and elevator. The patented
cap feed system works on several lines.
The closures are sorted by gravity.

Using the Silgan White Cap 
Cap Feeder, Type CSE
thus guarantees:

� Optimum employment of human resources 

� Physical separation of feed from the product
area

� High line speed with minimum electrical
requirements

� Simple handling

� Short change-over times

� Low-noise operation
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Silgan White Cap Cap Feeder, Type CSE

� Line speed PT closures ¯ 40 1,600 per min.
¯ 51 1,600 per min.

� Line speed Twist-Off ¨ closures ¯ 38 1,600 per min.
¯ 53 1,400 per min.
¯ 63 1,300 per min.
¯ 77 1,000 per min.
¯ 82 850 per min.

� Hopper contents 0.8 m3

� Electrical requirements 400 V
50 Hz
1.65 kW

� Compressed air 6 bar

� Space required 1,500 x 2,500mm
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Equipment & Service: Sealing Machine

Silgan White Cap 100

Silgan White Cap 100 is a semi-automatic
sealing machine with Silgan White Cap vapour
vacuum technology. It is ideal for trial runs,
small production runs and laboratory use.

Special Features:

� Simple set-up and adjustment for
Twist-Off¨ and ÓPTÒ closures

� Installation independent of production lines

� Quick and easy handling
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Sealing Machine Silgan White Cap 100

� Closure types Suitable for all
Twist-Off¨ and
PT closure types with
¯ 27mm Ð 110mm

� Electrical requirements 230 V / 3.0 Amp.
400 V / 1.7 Amp.

� Dimensions 304 x 584 x 1200mm

� Weight 100 kg

� Steam requirements Supply pressure min. 4 bar
Operating pressure 1 bar

Min. 30mm Min. 40mm
Max. 280mm Max. 150mm

¯
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Equipment & Service: Sealing Machine

Silgan White Cap 160

Silgan White Cap 160 is a hand-operated
machine for Twist-Off ¨ and ÒPTÒ
closures. It is particularly ideal for
companies and laboratories with
low output rates. Capping rates
can be up to 8 jars per minute
or approx. 400 jars per hour.

The jars are placed in the
machine by hand. The
closures are also placed on
a centring device by hand
where they are held by
magnets. By turning the
control lever, a cone is lowered
over the jar. Steam is injected
before sealing. A further turn of the
control lever screws or presses the
cap on and releases the sealed jar. The
machine is then ready for the next capping
procedure. The steam condensing in the
sealed jar produces a vacuum just as high
as in the automatic, more efficient sealing
machines.

Advantages / Features:

� Mature technology

� Easy, simple installation

� Easy handling

� Long service life of the main parts

� Closure and jar head space are steamed
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Sealing Machine Silgan White Cap 160

� Output up to 400 jars
per hour

� Jar height 200mm

� Jar diameter 90mm
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Equipment & Service: Sealing Machine

Silgan White Cap 200

The Silgan White Cap 200 jar sealing machine
is the new, lower-cost version of the Silgan
White Cap 300. It has the same line speed of
up to 300 Twist-Off ¨ caps per minute. The
Silgan White Cap 200 is the same basic model
and concept as the Silgan White Cap 300, 500
and 600 series and has the following features:

� Open frame high-quality stainless steel
design for optimum cleaning and minimal
maintenance.

� Divided front cover; sufficient opening for
standard production or can be easily
adjusted for complete access.

� Separated, synchronised drives for machine
head and conveyor; speeds of the two
drives are controlled by a frequency
converter and can be synchronised with the
filling machine, as an option.

� Easy to set and adjust; the single point
connected cap application unit is easy to
change, to adjust and to maintain.

In order to be able to offer this low-cost
alternative to the Silgan White Cap 300, the
electronic height adjustment feature has been
omitted and several details have been simplified.

The Silgan White Cap 200 is best suited to
businesses which do not require a very high-
performance machine and for production
environments with a limited number of
changeovers.
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Sealing Machine Silgan White Cap 200

� Electrical requirements 400 V
50 Hz
3.5 kW

� Steam requirements 5 Ð 8 bar
30 Ð 90 kg/h

� Steam supply line connection R 3/4Ò

� Exhaust pipe ¯ 150mm minimum

� Preferably soft water 0.25 m3/h

� Max. line speed 300 per min. for Twist-Off¨ and PT

� Closure types Suitable for all Twist-Off¨ and PT closure types with
¯ 27mm Ð 110mm

Min. 30mm Min. 40mm
Max. 285mm Max. 160mm

¯
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Equipment & Service: Sealing Machine

Silgan White Cap 300

Silgan White Cap 300 has been developed for
line speeds of up to 300 Twist-Off ¨ closures
per minute and short change-over times. It is
designed primarily for companies working in
the medium line speed range and processing
products on several lines in parallel mode. It is
available in right or left-handed configuration.
The 300 replaces the previous sealing
machine type Silgan White Cap 400.

It is based on the technical concept of the
stainless steel sealing machine series
Silgan White Cap 400, 500 and 600:

� Open frame of top quality stainless steel
design for optimal cleaning and minimum
maintenance

� Small front door and integrated sliding doors
for easy access, rapid control, adjustment
and cleaning

� Separate, synchronised drives for the
machine head and conveyor with frequency
converters for speed control, and line speed
synchronisation via filling machine control
voltage

� Machine head electronically adjustable to jar
height

New Features:

� Split front door with opening of adequate
size for regular production and with the
added option of opening the whole door for
easier access

� Simple set-up and adjustment and the new
single-point attachment for the lower cap
track, resulting in shorter change-over and
maintenance times
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Sealing Machine Silgan White Cap 300

� Electrical requirements 400 V
50 Hz
3.5 kW

� Steam requirements 5 Ð 8 bar
30 Ð 90 kg/h

� Steam supply line connection R 3/4Ò

� Exhaust pipe ¯ 150mm minimum

� Preferably soft water 0.25 m3/h

� Max. line speed 300 per min. for
Twist-Off¨ and PT

� Closure types Suitable for all Twist-Off¨ and
PT closure types with
¯ 27mm Ð 110mm

Min. 30mm Min. 40mm
Max. 300mm Max. 160mm¯
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Equipment & Service: Sealing Machine

Silgan White Cap 500-1

Silgan White Cap 500-1 is the ideal combination
of the machine concept Óhygiene, cleanliness
and reliabilityÒ. It is a further development of
type 500 and also includes technical experience
gained from all other machine types. The
optimised features are particularly ideal for
capping at medium to high speeds.

The new Silgan White Cap 500-1 has the
following features:

� Open frame of top quality stainless steel for
optimal cleaning and minimum maintenance.
Larger base area and extended machine
bed provide better stability. The column
spacing of the machine head has been
enlarged

� An additional two-point head clamp stabilises
the machine and reduces possible vibrations
during production

� The new cam belt drive for the sealing and
sidebelts results in less maintenance and at
the same time reduces noise levels

� Split lower cap track to facilitate set-up and
adjustment to different closure diameters

� Separate lateral drag arm optimises
the capping rate

� Sliding doors integrated in the
front door permit faster,
better access

� Line speed is up to 500 jars or bottles per
minute

� Electronic adjustment to different jar heights

� Frequency converter for speed control

Other Features:

� Easy synchronisation with the filling machine

� Quick set-up and adjustment 

� High vacuum efficiency

� Available in right or left-handed configuration
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Sealing Machine Silgan White Cap 500-1

� Electrical requirements 400 V
50 Hz
5.0 kW

� Steam requirements 5 Ð 8 bar
30 Ð 90 kg/h

� Steam supply line connection R 3/4Ò

� Exhaust pipe ¯ 150mm minimum

� Preferably soft water R 1/4Ò
0.25 m3/h

� Max. line speed 500 per min. for Twist-Off¨ and PT

� Closure types Suitable for all Twist-Off¨ and PT closure types with
¯ 27mm Ð 110mm

Min. 30mm Min. 40mm
Max. 300mm Max. 160mm¯
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Equipment & Service: Sealing Machine

Silgan White Cap 600-1

. . . with improved features!

The new sealing machine Silgan White Cap
600-1 consists of the basic machine 500-1
with the addition of the further developed
features of its predecessor, type 600. This
progress has been possible thanks to new con-
cepts together with many years of experience.

Improvements compared to the 600 series:

� Capping rates have been improved up to
1000 PT closures per minute.

� An additional two-point head clamp
stabilises the machine head and avoids any
possible vibrations during production.

� The new cam belt drive for the sealing and
sidebelts reduces the noise level and at the
same time results in less maintenance.

� A quick-release device for the set-up parts
allows for simple set-up and adjustment
for different Twist-Off ¨ diameters and types.

� A separate lateral drag arm optimises the
capping rate for Twist-Off¨ closures.

� Sliding doors within the front door
guarantee faster, better access.
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Sealing Machine Silgan White Cap 600-1

� Electrical requirements 400 V
50 Hz
7.5 kW

� Steam requirements 5 Ð 8 bar
50 Ð 120 kg/h

� Steam supply line connection DN 25

� Exhaust pipe ¯ 150mm minimum

� Preferably soft water R 1/4Ò, 0.25 m3/h

� Max. line speed 1.000 per min. for PT
850 per min. for Twist-Off¨

depending on closure diameter and type

� Closure types Suitable for all Twist-Off¨ and PT closure types with
¯ 27mm Ð 110mm

Min. 40mm Min. 40mm
Max. 300mm Max. 160mm¯
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Equipment & Service: Dud Detector

Silgan White Cap VAC

. . . is used for electronic vacuum testing directly
after the capping process on cold fill lines or
after re-cooling the product on hot fill lines.

Jars with insufficient or no vacuum are
rejected after a defined period of time whilst
the line speed remains constant.
This is an indispensable additional feature to
optimise product and line safety.

Features:

� Contemporary, functional design 

� Retrofitting counter function for reject and
production quantity 

� Simple set-up and adjustment

� Easy installation at a suitable point on an
existing conveyor belt of the production line
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Dud Detector
Silgan White Cap VAC

� Electrical requirements 230 V
50 Hz
0.2 kW

� Compressed air 5 bar min.
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Equipment & Service: Dud Detector

Silgan White Cap MFB

... for contact-free vacuum testing with inductive
sensors.

Jars with insufficient or no vacuum are rejected
after a defined distance, even when line speeds
vary automatically. In addition, the system
includes programmable line control and a shut-
down function for a chosen output quantity and
the ejection of several jars in a row.

Features:

� Sensor display for correct spacing

� Display to indicate current vacuum values
and defaults

� Missing cap detector

� Precise vacuum check based on closure
panel drawn-in 

� Output and reject counter

� Display of reject percentage

� Externally evaluated counter pulses

� Reject pulses of external test functions such
as filling level control and flawed packaging

� Installed at a suitable point of an existing
conveyor belt in the production line

� Settings for 8 different operating languages
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Dud Detector
Silgan White Cap MFB

� Electrical requirements 230 V
50 Hz
0.3 kW

� Compressed air 5 bar min.
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Equipment & Service

Vision Inspection System
for Plasti-Twist ¨

Silgan White Cap offers a Vision Inspection
System, VIS, which ensures a reliable control of
plastic closures applied to plastic bottles.

This system recognises defects on the tamper
band, tilted closures (cocked caps) as well as
closures that are applied too tightly or not
tightly enough. An optional filling level control is
possible.

A detailed picture of each ejected bottle can be
stored on the screen. The picture shows the
tolerance settings and the actual measuring
results, enabling the operator to very easily
analyse the fail rate and the type of defect.

For flexible and easy installation, even on
existing production lines, the system is split into
three parts:

1. The inspection unit, including camera unit
and high performance LED-lighting. This part
is fixed on the conveyor with a minimum
space requirement of max. 400mm.

2. The switch cabinet, including the electrical
components software based on Windows
2000 and a touch screen.

3. The ejector and ejector table to push out
containers with misapplied closures.
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Vision Inspection System for Plasti-Twist ¨

Features

� examines up to 60,000 filled containers per hour
� change over times reduced to a minimum

due to easy adjustment
� separate tolerance setting for different defects

as well as self-explanatory colour-code
identifies all defects at first sight

� optional for containers up to ¯ 60mm or > ¯ 60mm

Vision Inspection System for Plasti-Twist ¨ :
� inspection unit
� switch cabinet
� ejector and ejector table

Inspection unit, including camera unit
and high performance LED-lighting (detail)

3000 max. 370

Camera / Light Source

Pusher Service Unit


